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AB The charcoal is composed of matrix layer and igniting layer, and 

the thickness ratio of the layers is 4:1. The matrix layer is composed of 

anthracite 65-68, rice hull charcoal 10-13, starch 

2-2.8, NaOH 0.6-1.2, and H20 16-19 wt.%; the igniting layer is composed of 

anthracite 22-25, Ba(N03)2 22-25, NaN03 7-9, rice hull 

charcoal 22-25, starch 2-2.8, NaOH 0.6-1.2, H20 16-19, and perfume 

0. 02 wt . % . 

ST charcoal roasting fuel briquet matrix igniting 
IT Fuel briquets 

(charcoal as fuel briquets for roasting) 
IT Charcoal 

RL: FMU (Formation, unclassified); NUU (Other use, unclassified); FORM 
(Formation, nonpreparative) ; USES (Uses) 

(charcoal as fuel briquets for roasting) 
IT Anthracite 

RL: NUU (Other use, unclassified); PEP (Physical, engineering or chemical 
process); PROC (Process); USES (Uses) 

(charcoal as fuel briquets for roasting) 
IT Rice (Oryza sativa) 
Rice (Oryza sativa) 

(husk; charcoal as fuel briquets for roasting) 
IT Chaff 
Chaff 

(rice husk; charcoal as fuel briquets for roasting) 
IT Cooking 

(roasting; charcoal as fuel briquets for roasting) 
IT 1310-73-2, Sodium hydroxide, uses 7631-99-4, Sodium 
nitrate, uses 9005-25-8, Starch, uses 10022-31-8, 
Barium nitrate 

RL: NUU (Other use, unclassified); PEP (Physical, engineering or chemical 
process); PROC (Process); USES (Uses) 

(charcoal as fuel briquets for roasting) 


